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plasmonic-based light-emitting devices
G. Lozano,†*a G. Grzela,a M. A. Verschuuren,b M. Ramezanib and J. Go´mez Rivasac
We demonstrate an enhanced and tailor-made directional emission of light-emitting devices using
nanoimprinted hexagonal arrays of aluminum nanoparticles. Fourier microscopy reveals that the
luminescence of the device is not only determined by the material properties of the organic dye
molecules but is also strongly inﬂuenced by the coherent scattering resulting from periodically arranged
metal nanoparticles. Emitters can couple to lattice-induced hybrid plasmonic–photonic modes sustained
by plasmonic arrays. Such modes enhance the spatial coherence of an emitting layer, allowing the
eﬃcient beaming of the emission along narrow angular and spectral ranges. We show that tailoring the
separation of the nanoparticles in the array yields an accurate angular distribution of the emission. This
combination of large-area metal nanostructures fabricated by nanoimprint lithography and light-emitting
devices is beneﬁcial for the design and optimization of solid-state lighting systems.Introduction
Eﬃcient energy generation and management is a global
concern nowadays.1–3 Articial lighting represents a signicant
fraction of all electrical energy consumed worldwide. With the
advent of very eﬃcient light sources based on light-emitting
diodes (LEDs), solid-state lighting (SSL) technology is gradually
prevailing upon traditional light sources due to the higher
eﬃciencies and longer lifetimes of the emerging SSL devices.4–8
In order to achieve white-light using LEDs,9 frequency down-
conversion of blue light from InGaN-based LEDs by suitable
wavelength or colour converters, usually known as phosphors,
has become a dominant technique.10–12 The colour-converting
material is a highly eﬃcient and stable luminescent layer made
of rare-earth ions, dye molecules or quantum dots, which typi-
cally shows a Lambertian emission.13 Consequently, the angular
distribution of light emission in a SSL device is diﬃcult to
shape.14–18
The fundamental research in SSL is now shiing towards the
use of nanostructures, with the aim of a precise control over the
light extraction of blue LEDs,19 the brightness, the directionality
and the spectrum of colour-converting materials.20 Nano-
structuring strategies represent a versatile approach to tailor
the emission properties of colour-converting layers withoutAMOLF. c/o Philips Research, High-Tech
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hemistry 2014changing the material structure or the chemical composition of
very eﬃcient state-of-the-art emitting materials. The eld of
plasmonics oﬀers a route to control light–matter interactions in
the nanoscale with high accuracy through the use of strong local
eld enhancements near metal nanostructures.21,22 It has been
found that the emission characteristics of light sources located
in the proximity of metal nanoparticles can be strongly modi-
ed.23–31 While individual metal nanoparticles sustain localized
surface plasmon polaritons (LSPPs), an array of such nano-
particles can also support delocalized plasmonic–photonic
hybrid states due to the coupling of LSPPs to diﬀracted or
refractive-index guided modes.32 Diﬀractive and waveguide
coupling give rise to collective lattice-induced modes (LMs)
known as surface lattice resonances (SLRs)33 and waveguide-
plasmon polaritons (WPPs),34 respectively. These resonances
are responsible for large eld enhancements that extend away
from the nanoparticles in the volume in which the wavelength-
converting material is distributed.35–41 Several experimental
studies have addressed the modication of the emission of light
sources in the proximity of LMs. These include the directional
out coupling of the emission through dipolar and multipolar
resonances,42,43 the strong coupling of excitons to LMs,44,45 and
lasing.46 In turn, a tailor-made control over the angular distri-
bution of the emission of light-emitting devices has not yet been
realized.
In this manuscript, we demonstrate that the emission
directionality of colour-converting LEDs can be accurately
controlled using periodic arrays of metal nanoparticles
arranged in a hexagonal lattice. The hexagonal lattice or equi-
lateral triangular lattice is one of the ve Bravais bi-dimensional
lattices. It shows a six-fold symmetry that facilitates a nearly
homogeneous distribution of the emission over the azimuthalNanoscale, 2014, 6, 9223–9229 | 9223
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View Article Onlineangle. The colour converter consists of a polymer layer doped
with a highly eﬃcient dye deposited over an array of Al nano-
particles. The metal nanostructures are fabricated using a
nanoimprint lithography (NIL) technique in combination with a
reactive ion etching (RIE) process. NIL is a simple nano-
fabrication method that has attracted much attention in several
elds of research for diﬀerent applications due to its high
resolution and large throughput.47–49 A high power blue LED is
employed to excite the emitting material. The directionality of
the resulting emission of the device is investigated using
Fourier microscopy (FM). Excited dye molecules dispersed in
the colour-converting layer deposited over the array can couple
to LMs, which radiate into the free space. The coherent scat-
tering from periodically arranged metal nanoparticles enables
the beaming of most of the emission into small solid angles in
dened directions. Here we demonstrate that by tailoring the
lattice constant of the array, and consequently the onset of
diﬀraction, it is possible to increase the emission intensity in
dened directions and shape the directionality of the colour-
converting LEDs using plasmonics. We will show that metal
nanostructure arrays act as compact, eﬃcient, diﬀractive
nanooptics to accurately control the angular distribution of
light-emitting devices.Results and discussion
NIL makes use of nanostructured stamps to mold a resist layer
into a three-dimensional shape, thereby transferring a nano-
structure from the stamp into the resist. Substrate conformal
imprint lithography (SCIL) is a novel NIL technique that uses
composite stamps where the nanostructure is in a silicone
rubber which is graed onto a 200 mm-thin glass sheet.50 This
allows the faithful replication of nanopatterns over large-area
substrates, i.e. up to 20 cm in diameter. Replicated patterns
with details smaller than 10 nm have been demonstrated usingFig. 1 (a) Schematic of the fabrication process of the plasmonic-
based colour-converting layer. (b–e). Scanning electron microscopy
images of the top surface of the hexagonal array of Al nanoparticles
deposited over the silica substrate. The lattice parameter of the array is
(b) 325 nm, (c) 375 nm, (d) 425 nm and (e) 475 nm. The scale bars
represent 500 nm.
9224 | Nanoscale, 2014, 6, 9223–9229NIL.51,52 Fig. 1(a) illustrates the fabrication process of a plas-
monic-based colour-converting layer, i.e. a dye-doped polymer
layer that covers a periodic array of Al nanoparticles deposited
on a glass silica substrate. Al is chosen as the metal because it
exhibits a plasmonic behavior in the blue part of the electro-
magnetic spectrum and is inexpensive and easy to process. In
order to fabricate the arrays of metallic nanoparticles, the
substrates are rst cleaned with a mixture of H2SO4 and H2O2,
UV–ozone and then thoroughly rinsed with demineralized
water. Then, a 30 nm layer of Al2O3, which serves as an etch
stop, is deposited by sputtering, aer which a 150 nm-thick
layer of Al is deposited using the same method. Before nano-
imprinting, the Al samples are cleaned with oxygen plasma.
Then, a ca. 60 nm-thick sol–gel resist is applied by spin-coating.
Shortly aer the spin-coating cycle is nished, the SCIL stamp is
applied into the resist. The stamp consists of several hexagonal
arrays of holes in which the interparticle distance ranges from
300 nm to 475 nm in steps of 25 nm. The sol–gel was cured by
applying 365 nm UV light on the stamp. Next the stamp is
carefully released and the sample is given a post bake at 150 C.
This results in the production of silica sol–gel nanoparticles of
80 nm to 150 nm in diameter and ca. 100 nm in height on the
top of the Al layer. The nanoimprinted sol–gel patterns are
subsequently transferred into the Al layer by a RIE technique.
First the residual layer beneath the sol–gel particles is removed
using CF4/N2. Approximately 55 nm of sol–gel is removed, which
ensures that the areas between the sol–gel nanoparticles are
clear of resist and the Al layer is exposed. The sample is then
transferred under vacuum to a second RIE chamber, which uses
Cl2 and BCl3 to etch, and N2 and CH4 to passivate. Fig. 1(b)–(e)
show scanning electron microscopy pictures of the top view of
the nanoimprinted Al arrays, which are characterized by lattice
constants of a ¼ 325 nm, a ¼ 375 nm, a ¼ 425 nm and a ¼ 475
nm, respectively. Every aluminium nanoparticle shows a very
thin layer of Al2O3 that prevents the metallic nanoparticle from
further oxidation. The combination of NIL and RIE allows a
high-throughput patterning of large-area nanoplasmonic
structures with great precision and at low costs. Finally, over the
Al nanoparticle arrays, a 700 nm-thick polystyrene layer doped
with dye molecules (BASF, Lumogen F Red 305) at 3% of mass
fraction, which acts as a colour-converting layer, is deposited by
spin coating. This dye is stable, bright in the red part of the
spectrum where the human eye is most sensitive, and shows a
close-to-one photoluminescence quantum yield, all of which
make it highly suitable for SSL applications. The thickness of
the layer and the concentration of the dye molecules in the
polymer matrix determine the absolute fraction of blue LED
light converted into red, being around 25% in the system herein
investigated.
The experimental extinction spectrum (dened as 1  T0,
being T0 the zeroth order transmission) at normal incidence of
the hexagonal array with a lattice constant of 475 nm is shown
in Fig. 2(a) to illustrate the plasmonic resonances of such arrays.
The two narrow peaks observed at l ¼ 616 nm (l1) and l ¼
631 nm (l2) are associated with LMs supported by the structure.
The photoluminescence spectra of the colour-converting layer
deposited over the array (solid black curve) and on the top of theThis journal is © The Royal Society of Chemistry 2014
Fig. 2 (a) Extinction spectrum measured at normal incidence from a
hexagonal array with a lattice constant of 475 nm. The gray dashed line
indicates the onset of the ﬁrst diﬀraction order calculated in a medium
with a refractive index of 1.5. This value is obtained as a ﬁtting to the
extinction peak observed at l ¼ 616 nm. (b) Emission spectrum
measured at normal incidence from a colour-converting (organic dye-
doped polymer) layer deposited over the array (solid black curve) and
over a ﬂat glass substrate (dashed gray curve). 445 nm light is
employed to excite the colour-converting material. (c) Spatial distri-
bution of the electric ﬁeld intensity calculated using FDTD in a unit cell
of the array. Simulations consider a plane wave with a wavelength of l1
(left) and l2 (right) that illuminates the hexagonal array at normal
incidence. The metallic nanoparticles and the interfaces that separate
the diﬀerent dielectric media are highlighted using gray lines.
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View Article Onlineglass substrate (dashed gray curve) are displayed in Fig. 2(b).
The presence of the hexagonal array results in: (i) a strong
modication of the shape of the emission spectrum of the dye
molecules and (ii) an enhancement of the emission intensity.
Specically, the photoluminescence intensity increases signi-
cantly over narrow spectral regions as a result of the coupling of
the emission to these LMs, which spectrally overlap with the
emission spectrum of the colour-converter. The distinct spatial
distribution of the total electric eld intensity enhancement
conrms the diﬀerent nature of each LM. Fig. 2(c) shows the
numerical nite-diﬀerence time domain (FDTD) simulations‡
of the spatial distribution of the electric eld intensities at l1
and l2, corresponding to a WPP and a SLR, respectively. In
contrast to the WPP, the eld associated with the SLR originates
from diﬀractive coupling in the plane of the array, decaying the
eld intensity evanescently out of that plane. The hybridized
nature of the LMs is clearly observed. Although the eld is
enhanced in the proximity of the nanoparticles, as expected for
a LSPP, it extends over the polymer layer (in which the dye
molecules are distributed). This leads to a signicant modi-
cation of the emission over narrow spectral ranges in the
normal direction.‡ FDTD Solutions (Lumerical Solutions Inc.) http://www.lumerical.com/. In order
to calculate the transmittance of the periodic arrays, the simulation volume was
equal to a  a  1 mm and periodic boundary conditions were used in the
in-plane directions and perfectly matched layer conditions in the z direction.
The light source was a broadband (450–750 nm) plane wave, with normal
incidence to the substrate from the top. The mesh grid was set to 5 nm over the
entire simulation volume, with a renement of 1 nm over the volume occupied
by the nanoparticle. The transmittance spectra were directly simulated with a
frequency-domain transmission monitor. To calculate the spatial distribution of
the local electric eld intensity, a three-dimensional frequency-domain eld
monitor and a three-dimensional refractive index monitor that contain both the
layer of refractive index 1.59 and the metallic nanoparticle were employed. The
optical constants of Al were taken from ref. 57.
This journal is © The Royal Society of Chemistry 2014In order to investigate the angular emission of the light-
emitting device, FM is employed. Images of the intensity
distribution on the back focal plane (BFP, the so-called Fourier
plane) of a high numerical aperture (NA) objective are recorded
on a charge-coupled device (CCD) camera.53 Fourier images
contain information about the intensity of light emitted in
diﬀerent directions from the normal to the substrate. Fig. 3
shows a sketch of the light-emitting device and a ray tracing
diagram for three diﬀerent emission angles: q1, q2 and q3, to
illustrate the principle of FM. Every plane wave emitted from the
object plane reaches the same point at the BFP. In particular,
light emitted at an angle q1 (q2) is collected at a distance x1 (x2)
from the center of the Fourier image, wherein light emitted in
the normal direction from the sample is detected. The NA of the
objective determines the largest angle that can be picked up by
the objective according to qmax¼ arcsin(NA). Thus, light emitted
with an angle q3 > qmax will not reach the BFP nor the detector.
FM enables a fast and accurate quantitative characterization of
the directionality of the emission of SSL devices.
An electrically driven high-power blue LED (lex ¼ 445  15
nm) is employed to optically pump the colour-converter now
featuring a nanoparticle array. The emission originated in the
colour-converting layer is collected in the Fourier plane. No
polarization selection is carried out, since polarization depen-
dency is generally unwanted in SSL systems. The Fourier images
are plotted in polar coordinates, where the radius represents the
elevation angle of emission (q) and the polar angle corresponds
to the azimuthal angle of emission (f) – see the inset in Fig. 4.
The large NA of the microscope objective (0.95) allows collection
of light at large angles of emission limited by qmax ¼ 72 deg.
from the normal to the sample.
Fig. 4(a) displays the Fourier image of the unpolarized
emission (in units of counts per 0.1 s) from the colour-con-
verting layer deposited over the at dielectric substrate that will
be considered as the reference colour-converting LED. A 10 nm
band-pass lter is employed to spectrally select the emission atFig. 3 Schematic of the colour-converting light emitting diode (LED).
The upper part of the panel illustrates the working principle of Fourier
microscopy. Light emitted by a colour-converting LED at an angle q1
(q2) is collected at the position x1 (x2) in the back focal plane of the lens.
Light emitted at an angle q3 is not picked up by the lens.
Nanoscale, 2014, 6, 9223–9229 | 9225
Fig. 4 (a) Fourier image of the unpolarized emission from the non-
plasmonic colour converting layer, i.e. a 700 nm-thick dye-doped
polymer layer deposited over a ﬂat silica substrate. (b, c and d) Fourier
images of the unpolarized emission of the same colour-converting
layer deposited over a hexagonal array of Al nanoparticles with lattice
constants (b) 475 nm, (c) 425 nm and (d) 375 nm. They are taken using
a band pass ﬁlter with a central wavelength of 620 nm and a bandwidth
of 10 nm at full width at half maximum. An electrically driven blue LED
(lex ¼ 445  15 nm) is employed to optically excite the colour-con-
verting layer. The outermost circle indicates the maximum angle (qmax
¼ 72 deg.) that can be collected using an objective with a numerical
aperture of 0.95. (e, f and g) Rayleigh anomalies (gray dashed curves)
calculated for the (1, 0), (0,1), (1, 1) and (1,1) beams diﬀracted by
a hexagonal array with lattice constants (e) a ¼ 475 nm, (f) a ¼ 425 nm
and (g) a ¼ 375 nm, in a medium with a refractive index of 1.5.
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View Article Onlinel ¼ 620 nm, a relevant spectral range to achieve warm white
light. At 640 nm, the eye sensitivity curve drops below 15% of its
maximum located at 555 nm, being the red light emitted above
640 nm rather useless for general illumination purposes. The
emission pattern shows no particular directional features. This
is expected for a random distribution of dye molecules depos-
ited over a at surface, which behaves as a Lambertian source.
The emission of such a layer deposited over hexagonal arrays
with lattice constants a ¼ 475 nm, a ¼ 425 nm and a ¼ 375 nm
is shown in Fig. 4(b), (c) and (d), respectively. The emission is
collected in the same spectral range used for the reference
measurement (l ¼ 620  5 nm). The eﬀect of the combination
of periodic arrays of metal nanoparticles with a colour-con-
verting layer is twofold: (i) an enhancement of the amount of
light extracted from the emitting layer and (ii) a drastic modi-
cation of the angular distribution of the emission. Fourier
images reveal a strong directional response of the emission with
bands of bright luminescence that are associated with lattice-
induced modes. These features depend on the separation
between metal nanoparticles in the array. Clear six fold
symmetry is observed due to the geometry of the hexagonal
lattice. Note that the bands of high emission intensity are
superimposed to a background that originates from the emis-
sion of the dye molecules that do not couple to any mode
supported by the array. The higher symmetry of the hexagonal
lattice, compared to the most widely employed square lattice, is
benecial for SSL since it provides a more even distribution of
the light emission over the azimuthal angle. In order to gain
more physical insight into the diﬀerent emission patterns
attained for the arrays with diﬀerent interparticle distances, we
calculate the onset of diﬀraction or the Rayleigh anomalies
(RAs) for the diﬀerent diﬀracted orders supported by the9226 | Nanoscale, 2014, 6, 9223–9229investigated lattices. Fig. 4(e), (f) and (g) show the RAs calcu-
lated for the (1, 0), (0,1), (1, 1) and (1,1) orders diﬀracted
by a hexagonal array with lattice constants a ¼ 475 nm, a ¼
425 nm and a¼ 375 nm, respectively, at l¼ 620 nm in amedium
with a refractive index of 1.5. The coupling of the light emitted by
the dye molecules distributed in the colour-converting layer to
LMs supported by the array gives rise to narrow bands of
enhanced directional emission that follow the dispersion of the
RAs. We note that the experimental emission consists of double
nearly parallel bands – clearly seen in Fig. 4(d). These double
bands are associated with SLRs and WPPs and have been
reported in ref. 29. They are attributed to the excitation of LMs
induced, respectively, by in-plane scattering of diﬀractive orders
and waveguide modes supported in the dye layer.
A periodic array of metal nanoparticles behaves as a phased
array of optical antennas in which the radiation pattern of sub-
wavelength sources is modied by the coherent scattering of the
periodically spaced metallic nanoparticles. Light coupled out by
the array interferes constructively in dened directions, result-
ing in an eﬃcient beaming of the light emitted by the colour-
converting layer. The beaming of the emission can be also
interpreted in terms of an increased spatial coherence of point
sources due to their coupling to the spatially extended LMs.54 To
assess the directionality of the emission by the arrays, the
emitted intensity as observed from the Fourier images shown in
Fig. 4(a)–(d) is integrated over f. Fig. 5(a) displays the polar
plots of the azimuthally integrated emitted intensity in which
each curve is normalized to its maximum. It is observed that
tailoring the interparticle distance in the periodic array permits
the accurate control of the beaming angle, which is dened as
the direction at which most of the red light intensity is beamed.
Specically, the beaming angle increases as the lattice constant
of the array decreases. The emission spectrum of the colour-
converting layer overlaps with the LM at a larger angle when the
separation between particles in the array diminishes. For
comparison, the gray lled area in Fig. 5(a) is a polar plot of the
azimuthally integrated Fourier image presented in Fig. 4(a),
which displays the emission of the colour-converting layer
deposited over a at glass substrate. A careful inspection of this
curve shows a small modulation of the intensity, which is an
artefact that originates from the imaging system in the experi-
mental setup. Fig. 5(b) displays the beaming angle measured as
a function of the lattice parameter for diﬀerent arrays (black
squares). The RA of the (1, 0) diﬀracted beam calculated at l ¼
620 nm as a function of the lattice constant and the elevation
angle for f¼ 0 deg. is also shown as a dashed curve in the same
plot as a guide to the reader. The shi of the measurements
with respect to the RA is the result of the coupling between the
plasmonic and the photonic mode. Such coupling gives rise to
the LMs to which the emission of the dye couples.55 This anal-
ysis reveals that an accurate control of the periodicity of the
plasmonic array allows tailoring the angular distribution of the
emission of light-emitting devices.
To further elucidate the modication of the spontaneous
emission intensity, in Fig. 5(c) we plot the photoluminescence
directional enhancement (PLDE), i.e., the emission intensity of
the plasmonic colour converter at the beaming angleThis journal is © The Royal Society of Chemistry 2014
Fig. 5 (a) Angular distribution of the unpolarized emission (coloured
solid curves) in the wavelength range l ¼ 620 5 from a 700 nm thick
dye-doped polymer, acting as a colour-converting layer, deposited
over a hexagonal array of Al nanoparticles with lattice constants 475
nm (black curve), 425 nm (red curve), 375 nm (green curve) and 325
nm (blue curve). The grey ﬁlled area is the angular distribution of the
unpolarized emission of the colour-converting layer in the absence of
the metallic nanoparticles. An electrically driven blue LED emitting at
lex ¼ 445  15 nm is employed to optically excite the colour-con-
verting layer. Each radiation pattern is normalized to its maximum
intensity. The dashed gray line corresponds to the maximum angle
(qmax¼ 72 deg.) that can be collected in our setup. (b) Emission angle at
which most of the intensity is beamed as a function of the lattice
constant of the hexagonal array (black squares). The angular position
of the Rayleigh anomaly calculated in a mediumwith a refractive index
of 1.5 for the (1, 0) order diﬀracted by a hexagonal array as a function of
the lattice constant (dashed curve). (c) Photoluminescence directional
enhancement (PLDE) deﬁned as the emission from the plasmonic
colour-converting layer at l ¼ 620  5 nm normalized to the emission
of the colour-converting layer on the top of the ﬂat silica substrate as a
function of the lattice constant of the hexagonal array. The horizontal
dashed line is a guide to the eye.
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7. 
View Article Onlinenormalized by the emission of the colour converter at the same
angle in the absence of metallic nanoparticles, as a function of
the lattice parameter of the hexagonal array. In general, the
PLDE can be factorized into two contributions assuming that
the excitation and the emission are two independent processes
occurring at diﬀerent wavelengths (lex and l, respectively).56,42
Thus, the PLDE can be expressed as
PLDEðlex;Uex; l;UÞ ¼
ð
V
h

~r; l;U
E~r; lex;Uex2dVð
V
href

~r; l;U
Eref~r; lex;Uex2dV
(1)This journal is © The Royal Society of Chemistry 2014where V is the volume of the colour-converting layer. Uex is the
solid angle associated with the elevation and the azimuthal
angle of excitation, |E(~r, lex, Uex)|
2 is the local eld intensity at
the wavelength lex and at the position~r where each dye mole-
cule is located. |Eref(~r, lex, Uex)|
2 corresponds to the local eld
intensity in the absence of the hexagonal array. The term h(~r, l,
U) includes the eﬀect of the modied local density of optical
states at l to which a dye molecule can decay due to the pres-
ence of the hexagonal array and the out coupling of this emis-
sion to free space radiation in the solid angle U. href(~r, l, U)
represents the same physical quantity as h, but in the absence of
the array. The geometry of the device is such that the colour-
converting layer is mainly illuminated along the normal direc-
tion to the array. We have performed 3D FDTD numerical
simulations (not shown here) in order to elucidate the inuence
of the excitation enhancement contribution, given byð
V
Eð~r; lex;UexÞ2dVð
V
Erefð~r; lex;UexÞ2dV
. The calculations reveal that this contri-
bution is approximately 4-fold when the lattice parameter is
325 nm. For this interparticle distance, the blue LED light
couples very eﬃciently to LMs supported by the array at lex,
leading to the largest PLDE (12-fold). For the other lattices, in
which the eﬀect of the excitation enhancement is negligible, the
PLDE is 3.5-fold. We attribute most of this overall enhance-
ment to an improved out coupling of the emission from the
colour-converting layer. The metallic nanoparticle array acts as
an eﬃcient scattering layer that facilitates light extraction from
the dye-doped polymer layer, preventing light guiding in the
substrate.
Conclusions
In conclusion, using Fourier microscopy we have demonstrated
that large-area nanoimprinted hexagonal plasmonic lattices
strongly shape the directionality of the emission of light-emit-
ting devices. By controlling the separation between metal
nanoparticles in the array, we have proven an enhanced direc-
tional emission from a random distribution of dye molecules in
a narrow spectral range. These molecules emit with a close-to-
one photoluminescence quantum yield in the red part of the
visible spectrum where the human eye is most sensitive. We
envisage that the use of nanoimprinted metallic arrays will
provide a wealth of new opportunities for the design and opti-
mization of solid-state lighting devices in which the control over
directionality and colour plays a major role.
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